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Read and undeRstand all instRuctions and waRnings pRioR  
to installation of system and opeRation of vehicle.

Part#: 124427, 124468
Product: fixed lower control arms - urethane Bushings
Application: 1997-06 Jeep wrangler tJ, 1984-01 cherokee XJ, 1993-98 grand cherokee ZJ

rev. 11/25/2013

491 W. Garfield Ave., Coldwater, MI 49036

Phone: 517-279-2135

Web/live chat: www.bds-suspension.com

E-mail: tech@bds-suspension.com

fRont oR ReaR installation 
instRuctions
1. Park the vehicle on a clean, flat surface and block the 

rear wheels for safety.  If working on the rear of a Jeep TJ, 
block the front wheels.

2. Raise the vehicle and support with jack stands under the 
frame behind the lower control arm mounts.

3.  Optional :Remove the wheels. This can be done for 
easier access to the work area.

4. Support the axle with an appropriate floor jack.

5. If working on a TJ with front axle alignment eccentric 
bolts at the axle, mark the cam position for reference 
later.

6.  Optional:  Disconnect the track bar from the axle.  
This will aid in realignment of the control arm bolts by 
allowing the axle to be centered under the vehicle at all 
times.

7. With the axle well supported, remove the lower control 
arm bolts at the axle and frame.  Remove both lower 
control arms from the vehicle.  Save hardware.

8. Lightly coat bushings and sleeves with a lithium based 
grease and install in the control arms.  

9. Install the 90 degree grease fittings in the threaded holes 
at both ends of the control arms so that both of them 
point down the length of the control arm towards the middle of the arm (Figure 1).

10. Using the OE hardware, install the arms in the frame and axle mounts so that the bend is down and closer to the 
front axle. (Figure 1). It may be necessary to raise or lower the axle to align the control arm bolts. Leave hardware 
loose, it will be tightened with the vehicle at ride height.

11. If removed, re-install the wheels.

12. Lower the vehicle to the ground and bounce the front or rear to settle the suspension.

13. If disconnected, install the track bar to the axle with the OE hardware and tighten to 55 ft-lbs.

14. Tighten the control arm axle mount bolts to OE specs: front axle-85 ft-lbs., rear axle-130 ft-lbs. frame-130 ft-lbs. If 
the front axle has alignment cams bolts align them to the marks made in step 5.

15. Check all fasteners for proper torque.

16. Check all fasteners after 500 miles.

paRts list
Part # Qty Description
124427
A196 2 Fixed LCA
60107 4 90 Degree Grease Zerk
61 4 7/8" x 2.62" Sleeve
3537BK 8 Control Arm Bushing

124468
A225 2 ZJ Rear Fixed LCA
60107 4 90 Degree Grease Zerk
61 4 7/8" x 2.62" Sleeve
3537BK 8 Control Arm Bushing
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