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Read and undeRstand all instRuctions and waRnings pRioR  
to installation of system and opeRation of vehicle.

Part#: 228010, 228011
Product: hendricks clamps

safety waRning  BDS Suspension Co. recom-
mends this system be installed by a professional techni-
cian. In addition to these instructions, professional knowl-
edge of disassembly/ reassembly procedures and post 

installation checks must be known.

installation instRuctions
1. Safely raise the rear of vehicle and support with jack 

stands for safety.

2. Remove the tires and wheels.

3. Place support floor jack under the rear axle. 

Complete the following steps one side at a time.

4. Lower the vehicle until the springs hang freely. With the rear axle well 
supported remove the leaf spring u-bolts.

5. Remove the OE shock absorbers

6. Use c-clamps to hold the spring assembly securely together.

7. Remove the leaf spring center pin and slowly remove the c-clamps.

8. Remove the leaf alignment clamps with an air chisel. Replace these 
clamps with the supplied clamps using the M8 flathead bolts and nuts. Two clamps are required per side.

9. Install the center pin up through the leaf pack and start the nut to hold the pack together.

10. Do not use the center pin to draw the leaf pack together. Use a c-clamp on each side of the center pin to draw the 
pack together while ensuring that the leaves are in line. After the pack is drawn together, tighten the center pin.

11. Remove the c-clamps. Cut off any excess center bolt.

12. Install the supplied sleeves between the leaf alignment clamps using the 3/8” x 3-1/2” bolts, nuts and washers. 
Tighten to specification.

13. Position the spring on axle shaft tube so that the center bolt head is inserted into the locating hole in the axle tube 
spring pad.

14. Install two new u-bolts over the spring seat, spring pack, and axle tube. From the under side of the axle tube, 
reinstall the bottom u-bolt plate and hold assembly together with the high nuts and washers.

15. Install wheels and tires. Lower the vehicle.

16. Check all fasteners after 500 miles.
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paRts list
Description     Qty
Sleeves  4
Leaf Alignment Brackets #01113  4
Hardware pack  1
M8 flathead bolts w/ nuts  4
3/8 x 3 1/2” bolts  4
3/8” nuts  4
3/8” flatwashers  4


